
Jukola Texture 110-1
Design collaboration with Jukola Industries

Impressive 3D surface with many texture variations
Can be combined with flat profile
For interior and outdoor surfaces
Patented production technique
Resin free and non toxic

dimensions (mm) 26x92

class LunaThermo-D

species Scandinavian pine

length (m) 3,0-4,2

1 m² 11,63m

Finnish Lunawood Thermowood is a beautiful wood material produced using natural methods, heat and steam. Thermowood is dimensionally stable, resistant to
decay and non toxic. It can be used for interior and exterior applications. Lunawood is an eco-friendly natural product, which is easy to machine and install.
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Jukola Texture 201-1A
Design collaboration with Jukola Industries

Impressive 3D surface with many texture variations
Can be combined with flat profile
For interior and outdoor surfaces
Patented production technique
Resin free and non toxic

dimensions (mm) 26x92

class LunaThermo-D

species Scandinavian pine

length (m) 3,0-4,2

1 m² 11,63m

Finnish Lunawood Thermowood is a beautiful wood material produced using natural methods, heat and steam. Thermowood is dimensionally stable, resistant to
decay and non toxic. It can be used for interior and exterior applications. Lunawood is an eco-friendly natural product, which is easy to machine and install.
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Jukola Texture 206-0
Design collaboration with Jukola Industries

Impressive 3D surface with many texture variations
Can be combined with flat profile
For interior and outdoor surfaces
Patented production technique
Resin free and non toxic

dimensions (mm) 26x92

class LunaThermo-D

species Scandinavian pine

length (m) 3,0-4,2

1 m² 11,63m

Finnish Lunawood Thermowood is a beautiful wood material produced using natural methods, heat and steam. Thermowood is dimensionally stable, resistant to
decay and non toxic. It can be used for interior and exterior applications. Lunawood is an eco-friendly natural product, which is easy to machine and install.
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Jukola Texture 207-1
Design collaboration with Jukola Industries

Impressive 3D surface with many texture variations
Can be combined with flat profile
For interior and outdoor surfaces
Patented production technique
Resin free and non toxic

dimensions (mm) 26x92

class LunaThermo-D

species Scandinavian pine

length (m) 3,0-4,2

1 m² 11,63m

Finnish Lunawood Thermowood is a beautiful wood material produced using natural methods, heat and steam. Thermowood is dimensionally stable, resistant to
decay and non toxic. It can be used for interior and exterior applications. Lunawood is an eco-friendly natural product, which is easy to machine and install.
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Jukola Texture 220-1
Design collaboration with Jukola Industries

Impressive 3D surface with many texture variations
Can be combined with flat profile
For interior and outdoor surfaces
Patented production technique
Resin free and non toxic

dimensions (mm) 26x92

class LunaThermo-D

species Scandinavian pine

length (m) 3,0-4,2

1 m² 11,63m

Finnish Lunawood Thermowood is a beautiful wood material produced using natural methods, heat and steam. Thermowood is dimensionally stable, resistant to
decay and non toxic. It can be used for interior and exterior applications. Lunawood is an eco-friendly natural product, which is easy to machine and install.
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Jukola Texture 440-1
Design collaboration with Jukola Industries

Impressive 3D surface with many texture variations
Can be combined with flat profile
For interior and outdoor surfaces
Patented production technique
Resin free and non toxic

dimensions (mm) 26x92

class LunaThermo-D

species Scandinavian pine

length (m) 3,0-4,2

1 m² 11,63m

Finnish Lunawood Thermowood is a beautiful wood material produced using natural methods, heat and steam. Thermowood is dimensionally stable, resistant to
decay and non toxic. It can be used for interior and exterior applications. Lunawood is an eco-friendly natural product, which is easy to machine and install.
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Luna HLL 26×92
For beautiful solid wood flooring
Resin free material
Dimensional stability
Lighter tone than LunaThermo-D
Sustainable wood product

dimensions (mm) 26x92

class LunaThermo-S

species Scandinavian pine

length (m) 3,0/4,2

1 m² 11,76 m

Finnish Lunawood Thermowood is a beautiful wood material produced using natural methods, heat and steam. Thermowood is dimensionally stable, resistant to
decay and non toxic. It can be used for interior and exterior applications. Lunawood is an eco-friendly natural product, which is easy to machine and install.
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This brochure is provided for information purposes only and no liability or responsibility of any kind is accepted by Lunawood or their representatives, although Lunawood has used reasonable efforts to

verify the accuracy of any advice, recommendation or information. Lunawood reserves the right to alteration of its products, product information and product range without any notice.
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Luna HLL/L 26×118
For beautiful solid wood flooring
Resin free material
Dimensional stability
Sustainable wood product
End-Matched product

dimensions (mm) 26x118

class LunaThermo-D

species Scandinavian pine

length (m) 3,0/3,6–5,1

1 m² 9,35 m

Finnish Lunawood Thermowood is a beautiful wood material produced using natural methods, heat and steam. Thermowood is dimensionally stable, resistant to
decay and non toxic. It can be used for interior and exterior applications. Lunawood is an eco-friendly natural product, which is easy to machine and install.
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verify the accuracy of any advice, recommendation or information. Lunawood reserves the right to alteration of its products, product information and product range without any notice.
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Luna SHP Sauna / Thermo-D 26×92
For interior and exterior use
2 mm fillet on edges
Dimensional stability
Resin free material
Sustainable wood product

dimensions (mm) 26x92

class LunaThermo-D

species Scandinavian pine

length (m) 2,1/3,0

1 m²

Finnish Lunawood Thermowood is a beautiful wood material produced using natural methods, heat and steam. Thermowood is dimensionally stable, resistant to
decay and non toxic. It can be used for interior and exterior applications. Lunawood is an eco-friendly natural product, which is easy to machine and install.
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This brochure is provided for information purposes only and no liability or responsibility of any kind is accepted by Lunawood or their representatives, although Lunawood has used reasonable efforts to

verify the accuracy of any advice, recommendation or information. Lunawood reserves the right to alteration of its products, product information and product range without any notice.
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Luna SHP Sauna / Thermo-S 26×92
2 mm fillet on edges
For interior use
Dimensional stability
Lighter tone than LunaThermo-D
Resin free material
Sustainable wood product

dimensions (mm) 26x92

class LunaThermo-S

species Scandinavian pine

length (m) 2,1/3,0

1 m²

Finnish Lunawood Thermowood is a beautiful wood material produced using natural methods, heat and steam. Thermowood is dimensionally stable, resistant to
decay and non toxic. It can be used for interior and exterior applications. Lunawood is an eco-friendly natural product, which is easy to machine and install.
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This brochure is provided for information purposes only and no liability or responsibility of any kind is accepted by Lunawood or their representatives, although Lunawood has used reasonable efforts to

verify the accuracy of any advice, recommendation or information. Lunawood reserves the right to alteration of its products, product information and product range without any notice.
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Luna STP 15×92
Interior panel with round edges
For walls, ceilings and partitions
Dimensional stability
Resin free material
Sustainable wood product

dimensions (mm) 15x92

class LunaThermo-D

species Scandinavian pine

length (m) 2,1/3,0/3,6-4,2

1 m² 12,2 m

Finnish Lunawood Thermowood is a beautiful wood material produced using natural methods, heat and steam. Thermowood is dimensionally stable, resistant to
decay and non toxic. It can be used for interior and exterior applications. Lunawood is an eco-friendly natural product, which is easy to machine and install.
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verify the accuracy of any advice, recommendation or information. Lunawood reserves the right to alteration of its products, product information and product range without any notice.
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Luna TGV 17×188
Fine brushed surface
Dimensional stability
Resin free
Non-toxic
Sustainable wood product

dimensions (mm) 17x188

class LUNATHERMO-D, LUNATHERMO-S

species Scandinavian spruce

length (m) 3,9/5,4

1 m² 5,62 m

Lunawood thermowood boards are light, easy to cut, shape and install. Lunawood boards are perfect for indoor use and also for hot and humid environments
like sauna and spa. In addition to its attractive appearance the thermal modification wood eliminates the risk of emission such as formaldehydes.
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